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Specifications: FMVSS 108 J590b, J945 &J1690 Class A
Shell Construction: Plastic
Rated Load: 1 to 16 lamps 35 amps. MAX.
Lamp Ratings: (1) No. 1157 2.10 Amps. at 12.8 Volts

(16) No. 1157, 33.6 Amps. at 12.8 Volts

Temperature Operating Range: -25°F to 140° F

Rated Voltage: 11 to 15 Volts DC.

Voltage Drop at Rated Current: 500 mv
Time to First Flash: Less than 1.5 seconds.
Flash Rate over Temperature Range: 60 to 120 Flash Per Minute

Duty Cycle:
Electrical Source:

L Terminal =

30% to 75%
Input Lead must be fused.
Load (Lamp Output)

X Terminal = Battery (Power Input)

REVISIONS

REV DESCRIPTION DATE APPROVAL

1 ISSUED 2/07/2008 D.C.

INPUT LEAD
MUST BE FUSED
MAX 35 AMPS
SAE J945 J590
J1690
FMVSS 108
DOT

|- 28.22mm +1.41 _|
111" +.056

CeD

HEAVY DUTY
ELECTRONIC
FLASHER
EF47
16 LAMPS
12 VOLT

L=y

PIN H 12.95mm +.66
@) 0.510" +.26

f

H 45.5mm £2.03
1.795” +0.08

PIN W
6.34mm +.254 —=| ~—
0.25" £.01

D2 5.18mm +0.254
0.204" +.01

%

D1 8.30mm +.305
0.327" +.012

?

LI —

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES
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