REVISIONS
DESIGN REV DESCRIPTION DATE APPROVED
PART NO. TYPE DESCRIPTION 1| ISSUED 02/12/2008 | D.C.
VOLTS 2 | DIMENSION HSG. DIA 03/20/2008 D.C.
ELECTRONIC LONG LIFE HEAVY DUTY 2 TERMINAL DESIGN, FITS ALL
EF552 12 STANDARD ROUND SOCKETS, 1 TO 6 SAE NO. 1156 LAMPS,
FLASHER 1 OR 2 SAE NO. 1895 LAMPS FOR PILOT
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Specifications: FMVSS 108 Conforms to SAE J590b & J945 . FFLAstR 0.49” +0.025
Shell Construction: PLASTIC USE INPUT LEAD
Rated Load: 1 to 6 SAE Number 1156 Lamps 8 1 3mm
1 or 2 SAE Number 1895 Lamps for Pilot. ] 0.32”
Lamp Ratings: No. 1156 2.10 Amps. At 12.8 Volts Z

No. 1895 0.270 Amps at 14.0 Volts
Temperature Operating Range: -10°F to 140° F
Rated Voltage: 11 to 15 Volts DC.

Voltage Drop at Rated Current: 500 mv
Time to First Flash: Less than 1.5 seconds.
Flash Rate over Temperature Range: 60 to 120 Flash Per Minute

35% to 75%
14 Amp. Fused circuit recommended.
L =Load (lamp Input)
X= Battery (Power Input)

Duty Cycle:
Electrical Source:
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